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[V] 1000 (IEC) / 1000 (UL) II

[A DC] 20 C (IEC) / TYPE 1 (UL)

[lbs/ft2] 75 (3600Pa) −40°F až +185°F
(−40°C aý +85°C)

[lbs/ft2] 55.6 (2666Pa)
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DETAIL A 16mm

8.5mm
24.5mm

980mm

1685mm

4 × Uchycení modulu (DETAIL A)

Rám

1000mm

951mm

32mm

8 × Odtok

352.5mm
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M
in
im
um

PMPP [W] 305 310 315 320 325 330

ISC [A] 9.93 9.98 10.04 10.09 10.14 10.20

VOC [V] 39.35 39.61 39.87 40.13 40.40 40.66

IMPP [A] 9.44 9.50 9.55 9.60 9.66 9.71

VMPP [V] 32.30 32.64 32.98 33.32 33.65 33.98

[%] 18.1 18.4 18.7 19.0 19.3 19.6

M
in
im
um

PMPP [W] 226.0 229.7 233.4 237.2 240.9 244.6

ISC [A] 8.00 8.05 8.09 8.14 8.18 8.22

VOC [V] 36.80 37.05 37.30 37.54 37.79 38.04

IMPP [A] 7.43 7.47 7.51 7.56 7.60 7.64

VMPP [V] 30.43 30.75 31.07 31.39 31.70 32.01

Certified
UL 1703
(254141)

[%/K] +0.04 [%/K] −0.28

[%/K] −0.37 NOCT [°F] 113 ±5.4 (45 ±3°C)
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69.3in × 45.3in × 46.9 in
(1760mm × 1150mm × 1190mm)

1415lbs (642kg)


